SKIRTING & PROFILE



100% WATER-PROOF

IMPACT RESISTANT

PAINT IT OR USE INSTANTLY

PRACTICAL INSTALLATION

PRACTICAL FLEXIBILITY

ECO-FRIENDLY FORMULA

PEST AND MOULD RESISTANT

POLYMER FORMULA

You can clean it with common surface cleaners.
is completely water-proof thanks to its
unique formulation.

High Impact resistance with its SuperCap layer.
High durability and longevity in
comparison to other alternatives.

You can paint it or you can keep it white.
Our SuperSatin surface looks stunning and also lets
you apply any kind of paint.

Installation grooves lets you apply any kind of
adhesive and facilitates the installation. Can be cut,
nailed, or screwed just like wood.

Application to uneven walls with its semi-flexible
sturcture. It's maintanence proof and long lasting.

Made from recyclable resources and can be used
over and over again throughout its lifecycle.
It'ssustainable.

Does not harbour any mildew, bacteria or termite
and prevents bad smells thanks to its polymeric
structure.

With its special ingredients that helps to achieve
dimensional stability and optimum level of density,
definitely prevails other alternatives.






AP-001-59 (121x21 mm)

AP-001-03 (121x21 mm) AP-001-04 (121x21 mm) AP-001-05 (121x21 mm)

AP-001-06 (121x21 mm) AP-001-07 (121x21 mm) AP-001-08 (121x21 mm)

AP-001-09 (121x21 mm) AP-001-11 (121x21 mm) AP-001-012 (121x21 mm)

AP-001-14 (121x21 mm) AP-001-17 (121x21 mm) AP-001-01 (121x21 mm)

Interior Decor Panels
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AP-001-30 (121x21 mm) AP-001-38 (121x21 mm) AP-001-16 (121x21 mm)

AP-001-15 (121x21 mm) AP-001-19 (121x21 mm) AP-001-18 (121x21 mm)

AP-001-57 (121x21 mm)

AP-001-02 (121x21 mm)
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Interior Decor Panels






CODE
AP-023

AP-023-43 (155x25 mm) AP-023-44 (155x25 mm)

AP-023-41 (155x25 mm) AP-023-27 (155x25 mm)

AP-023-01 (155x25 mm) AP-023-42 (155x25 mm)

AP 026- 42 {30x30 mm)

Interior Decor Panels






AP-028-06 (115x20 mm)

AP-028-11 (115x20 mm) AP-028-53 (115x20 mm)

AP-028-54 (115x20 mm) AP-028-06 (115x20 mm)

- — AP-029-02 (43x20 mm)

AP-028-10 (115x20 mm) AP-028-02 (115x20 mm) AP-030-02 (21x20 mm)

Interior Decor Panels







CODE
AP-009

AP-009-26 (120x12 mm)

AP-009-11 (120x12 mm) AP-009-70 (120x12 mm) AP-009-59 (120x12 mm)

AP-009-85 (120x12 mm) AP-009-71 (120x12 mm) AP-009-01 (120x12 mm)

AP-010-26 (43x12 mm)

AP-009-10 (120x12 mm) AP-009-26 (120x12 mm) AP-011-26 (27x12 mm)
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AP-012-11 (120x12 mm)

AP-012-44 (120x12 mm) AP-012-80 (120x12 mm)

AP-012-69 (120x12 mm) AP-012-81 (120x12 mm)

AP-012-10 (120x12 mm) AP-012-06 (120x12 mm)

AP-012-11 (120x12 mm)

Interior Decor Panels
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AP-012-68 (120x12 mm)

AP-012-67 (120x12 mm)

AP-012-01 (120x12 mm)

AP-013-11 (42x12 mm)

AP-014-11 (33x12 mm)



AP-015-31 (122x12 mm)

AP-015-05 (122x12 mm) AP-015-31 (122x12 mm) AP-015-35 (122x12 mm)

AP-015-60 (122x12 mm) AP-015-24 (122x12 mm) AP-015-40 (122x12 mm)

AP-016-03 (48x12 mm)

AP-015-01 (122x12 mm) AP-015-03 (122x12 mm)
AP-017-03 (61x12 mm)




AP-006-G (122x12 mm)

AP-006-11 (122x12 mm) AP-006-05 (122x12 mm) AP-006-20 (122x12 mm)
AP-006-62 (122x12 mm) AP-006-63 (122x12 mm) AP-006-64 (122x12 mm)
AP-006-65 (122x12 mm) AP-006-06 (122x12 mm) AP-006-10 (122x12 mm)
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AP-007-03 (28x12 mm)
Al

AP-006-03 (122x12 mm) AP-008-03 (36x12 mmj)

Interior Decor Panels






AP-018-23 (122x12 mm)

AP-018-14 (122x12 mm) AP-018-12 (122x12 mm) AP-018-21 (122x12 mm)

AP-018-22 (122x12 mm) AP-018-23 (122x12 mm) AP-018-45 (122x12 mm)

.

AP-018-46 (122x12 mm) AP-018-47 (122x12 mm) AP-018-48 (122x12 mm)
AP-018-49 (122x12 mm) AP-018-50 (122x12 mm) AP-018-03 (122x12 mm)

Interior Decor Panels



CODE
AP 021 & AP-022

AP-021-03 (87x40 mm})

AP-022-03 (41x40 mmy)

AP-021-27 (87x40 mm) AP-021-03 (87x40 mm) AP-021-44 (87x40 mm)

AP-022-27 (41x40 mm) AP-022-03 (41x40 mm) AP-022-44 (41x40 mm)

AP-021-11 (B7x40 mm) AP-021-01 (87x40 mm)

AF’ -022-16 (41x40 mm) AP-022-11 (41x40 mm) AP-022-01 (41x40 mm)
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Interior Decor Panels



TECHNICAL FEATURES OF MOULDINGS

Density

Hardness

Melting Temperature

Moisture-Water Absorption

VOC (Volatile Organic Compounds) (96 hours)

Linear Thermal Expansion Coefficient

Burm Rate (With FR Additive)

gl

Interior Decor Panels

420 - 470 kg/m

60 Shore D (DIN53505/1S0O868)

110-120°C

0.09% (ASTM D 570-98)

Zero (VOC-Free)

50 x 10pm/m*C - 65 x 10pm/m°C

1,40 mm/min(dKk)




